
LOW VOLTAGE HALOGEN CAPSULE
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DESCRIPTION
A comprehensive selection of single-ended halogen capsule lamps to suit all applications, the 
Prolite range is available with Transverse or Axial filaments as listed.

TECHNICAL SPECIFICATION
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M42 TRANSVERSE 10 6 G4 120 33 9

M34 TRANSVERSE 20 6 G4 320 33 9

M30 TRANSVERSE 20 6 G4 380 33 9

M9 TRANSVERSE 5 12 G4 50 33 9

M91 TRANSVERSE 10 12 G4 120 33 9

M47 TRANSVERSE 20 12 G4 320 33 9

M86 AXIAL 20 12 G4 320 33 9

M32/M87 TRANSVERSE 50 12 GY6.35 950 44 11

M32L TRANSVERSE 50 12 GY6.35 950 44 11

M32L-TRS TRANSVERSE 50 12 GY6.35 950 44 11

M73 AXIAL 75 12 GY6.35 1320 44 11

M180 AXIAL 100 12 GY6.35 1800 44 11

M28 TRANSVERSE 100 12 GY6.35 1800 44 11

M88 TRANSVERSE 20 24 G4 320 33 9

M89 TRANSVERSE 50 24 GY6.35 950 44 11

MSP6/5/G4 TRANSVERSE 5 6 G4 50 33 9
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